
How does the competitor’s tubing
stack up against ours?

It doesn’t.

“Theirs” “Ours”
1,000’ in a XQ Bucket™

(patent pending)

Introducing the new XQ 1/4” Distribution Tubing from Rain Bird®.

• Unique blend of polymers that give it the flexibility of vinyl with the hold of poly.

• New textured finish improves handling.

• Self extracting coil feature makes it easy to use, store and eliminates waste.

• Patent pending dispensing bucket makes using and storing large coils easy
and efficient.



XQ 1/4" DISTRIBUTION TUBING

Features

• 0.25" tubing designed for use with all 
drip systems

• Constructed from durable, UV resistant,
polyethylene materials

• 60 psi rating exceeds competitors specs
• Can be installed above or below grade
• Great textured finish for easy handling
• Compatible with all 1/4" transfer fittings

and all barbed outlet ports
• Unique coiling method allows the coil to

remain intact as tubing is pulled out
• 100', 250', 1000' and 1000' in a bucket 

sold individually, by the pallet and 
truckload

• Legendary Rain Bird service and support 

Operating Range

• Pressure: 0 to 60 psi ( 0 to 4.1 bar) 

Specifications

• OD: 0.25" (mm)
• ID: 0.17" (mm)
• Wall Thickness: 0.08"  
• Lengths: 100', 250', 1000' coils and 1000' in 

a bucket

Models

• XQ-100
• XQ-250
• XQ-1000
• XQ-1000B

How to Specify/Order

XQ -1000 -- B

Model
QX = 1/4” 

Distribution 
Tubing

Tubing Length
100 = 100’
250 = 250’

1000 = 1000’

Upgrade
B = Unique Bucket
for easy carrying

XQ-100
100 foot coil

XQ-250
250 foot coil

XQ-1000
1,000 foot coil

XQ-1000B
contains 1,000’ coil

Model Part Description Sell Qty Pallet Qty
Number Number

XQ100 X33010 XQ 1/4" POLYETHYLENE DISTRIBUTION TUBING 100FT 10 160

XQ250 X33025 XQ 1/4" POLYETHYLENE DISTRIBUTION TUBING 250FT 4 96

XQ1000 X33100 XQ 1/4" POLYETHYLENE DISTRIBUTION TUBING 1000FT 1 32

XQ1000B X33101 XQ 1/4" POLYETHYLENE DISTRIBUTION TUBING 1000FT IN BUCKET 1 32

uN
EW!

1/4 inch Landscape Dripline
Size 0.25
ID 0.17

1 0.02 0.24 0.12
2 0.03 0.47 0.44
3 0.05 0.71 0.93
4 0.07 0.94 1.58
5 0.08 1.18 2.38
6 0.10 1.41 3.34
7 0.12 1.65 4.44
8 0.13 1.88 5.69
9 0.15 2.12 7.07

10 0.17 2.36 8.59
15 0.25 3.53 18.19
19 0.32 4.48 28.17
20 0.33 4.71 30.98
21 0.35 4.95 33.91
25 0.42 5.89 46.81
30 0.50 7.07 65.59
35 0.58 8.25 87.24
40 0.67 9.42 111.68
45 0.75 10.60 138.87
50 0.83 11.78 168.76
55 0.92 12.96 201.30
60 1.00 14.13 236.45
65 1.08 15.31 274.19

Flow GPH Flow GPM Velocity FPS PSI Loss 

XERIGATION FRICTION LOSS CHART
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